
Glenview Corporate Center 
3220 Tillman Drive, Suite 112 
Bensalem, PA   19020-2028
Ph: (215) 245-2600, Fax: (215) 245-2670
email: realestate@roddyinc.com
website: www.roddyinc.com

All information furnished regarding property for sale or rental is from sources deemed reliable, but no warranty or representation
is made as to the accuracy thereof, and same is submitted subject to errors, omissions, change of price, or other conditions,
prior sale or lease or withdrawal without notice. No liability of any kind is to be imposed on the Broker herein.

Call for further information or visit this property 
and others on our website at www.roddyinc.com
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SATELLITE BUILDING
CONSTRUCTION: Steel frame with masonry curtain walls.  All walls are concrete block 
painted on both the exterior and interior.
FLOOR: Reinforced concrete.
CEILING HEIGHT: Front section: 13'8" sloping to 13'4". Rear section: 12'8" sloping to 12'2".
COLUMN SPACING: Front and rear sections are clear span.
LOADING: Tailgate: One (1) tailgate loading dock. Drive-In: Three (3) insulated steel 
drive-in doors.
SPRINKLER SYSTEM: Wet sprinkler system. System is monitored by Warrington Alarm Co. at an
annual cost of $306.00.
HVAC: Office Area: Heat and air conditioning is provided by one (1) roof top package unit.
Warehouse/Plant Area: Heat provided by self contained natural gas fired radiant unit heaters.
ELECTRICAL SERVICE: 200 amp service providing Three Phase 240 volt and Single Phase 120-240
volt service.  
GAS SERVICE: Supplied by PECO Energy via one (1) 2 3/8" OD line.
OFFICE AREA: Approximately 966 Sq. Ft.

Note: plan is not to scale

LOT SIZE: 7.0 Acres.

PARKING AND MACADAM PAVED STORAGE: Extensive automobile parking plus macadam sur-
faced storage at side and rear of building which is cyclone fenced and lit.

DESCRIPTION: One (1) story crane-served masonry and steel building. Plus 
masonry satellite building.

SIZE OF BUILDINGS: Main Building: Approximately 84,132 Sq. Ft. 
Satellite Building: Approximately 8,403 Sq. Ft.

MAIN BUILDING
CONSTRUCTION: Exterior Walls: Front wall is a curtain wall using high performance,
Low-E reflective glass with an insulation backer board. Side and rear 
walls a combination of brick and painted concrete block. Floor: Varying thickness, 
reinforced concrete minimum 8" thickness (not verified). Roof: Entire building 
with the exception of the addition has a Firestone glued down rubber membrane roof
with 2" hardboard insulation.

CRANES: Front Bay: One (1) pendent operated five (5) ton capacity bridge crane 
having a span of 20', a travel distance of 80’ and clearance of 13'8" under hook. 
Center Bay: One (1) pendent operated eight (8) ton capacity bridge crane having 
a span of 58', a travel distance of 340’ and clearance of 23' under hook. 
Center Bay: One (1) pendent operated five (5) ton capacity bridge crane having 
a span of 58', a travel distance of 340’ and clearance of 23' under hook. 
Center Bay: Once accommodated a twenty-five (25) ton crane. Addition: One (1) 
pendent operated five (5) ton capacity bridge crane having a span of 28', a travel 
distance of 82’ and clearance of 15'6" under hook.
CEILING HEIGHTS: Front Bay: 24'2" clear under joist and 17'0” clear under joist. Center
Bay: 30' clear under joist. Rear Bay: 14'3" clear under joist. Addition: 18'0” sloping to
13'0”. Office Area: 9'0".
COLUMN SPACING: Front Bay: Mostly 61'0" x 20'0". Center Bay: 59'6" x 20'0". 
Rear Bay: 51'6" x 20'0". Addition: Mostly 20'0" x 25'0”
LOADING: Tailgate Loading: Three (3) tailgate loading docks. 
Drive-In Loading: Four (4) electrically operated steel roll up drive-in doors.
ELECTRICAL SERVICE: 13,200 Volt high tension service. Three (3) Westinghouse oil type
250 KVA capacity transformers, supplying 480/240 volt three (3) phase service and one (1)
Challenger 225 KVA dry type transformer supplying 480/240 volts three (3) phase service.
SPRINKLER SYSTEM: 100% wet sprinkler system monitored at an annual cost of $576.00.
HVAC: Office Area: Five (5) roof top combination natural gas fired units. 
Plant Area: Heated by four (4) floor mounted natural gas unit heaters.
COMPRESSED AIR: Distributed throughout plant in 1" schedule 40 steel piping.
OFFICES: Main Area: 9,346 Sq. Ft.  Shop Offices: 1,388 Sq. Ft. 
WATER SERVICE: 2" service supplied by Aqua Pennsylvania, Inc.
SEWER: 8" service provided by Township of Lower Moreland.
GAS SERVICE: Supplied by PECO Energy via one (1) 3 1/2" OD line and one
(1) 1 5/8" OD line.
ZONING: REV - Revitalization District (Permits a wide variety of industrial, commercial and
residential uses).
ASSESSMENT: $1,100,000.00 (2013)
REAL ESTATE TAXES: County $  3,467.00 (2013)

Township $  3,868.00 (2013)
School $34,029.00 (2012)

$41,364.00 ($.45 sf)
BURGLAR PROTECTION: Service provided by Warrington Alarm Company at an 
annual cost of $480 (which includes both buildings).

S I T E  P L A N

PRIME CRANE SERVED FACILITY
92,535 SQUARE FEET ON 7 ACRES

SALE or LEASE

2375 Philmont Avenue, Huntingdon Valley, Lower Moreland Township, Montgomery County, Pennsylvania



LOCATION
Located in Eastern Montgomery County offer-
ing excellent access to Bucks County and
Philadelphia with easy access to Interstate 95,
Route 1 (Roosevelt Boulevard), Pennsylvania
Turnpike (I-76), Woodhaven Road (Route 63)
and the bridges to New Jersey.

PUBLIC TRANSPORTATION
Train Service provided by Septa From
Philadelphia, PA R-3 Train originates at 30th
Street Station, traveling to Bethayres train sta-
tion (a short walking distance to the facility).
From West Trenton R-3 Train stops at
Bethayres train station, (a short walking dis-
tance to the facility). Bus Service From
Philadelphia, PA The Fox Chase Newtown
Shuttle originates at the Fox Chase train station
(Rhawn Street & Oxford Avenue) stopping at
Welsh Road & Huntingdon Pike (a short walk-
ing distance to the facility). From Newtown, PA
The Fox Chase Newtown Shuttle travels from
the Newtown train sta-
tion (Lincoln Avenue & Penn Street) stopping at
Welsh Road & Huntingdon Pike (a short walk-
ing distance to the facility).

AIRPORT
The Northeast Philadelphia Airport is within
minutes of the property. The Philadelphia
International Airport is within one half hour of
the property.
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