
S I T E  P L A N

PHILADELPHIA’S  FINEST FACILITY

LOT SIZE: 19.61 acres
DESCRIPTION: Modern one-story, masonry and insulated steel sandwich panel building.
SIZE OF BUILDING: Approx. 229,755 sq. ft.
AVAILABLE SPACE:  Approx. 76,800 sq. ft. Office: Approx. 730 sq. ft.
Plant/Warehouse: Approx. 76,070 sq. ft.
PARKING FOR AVAILABLE SPACE: Approx. seventy-four (74) cars and fifteen (15) trailers.
AGE OF BUILDING: Constructed in 1988.

CONSTRUCTION: Frame: Perimeter steel. Walls: Plant/Warehouse: Combination wainscot
of split-face block with insulated steel sandwich panel above. Floors: Assumed but not verified
to be 6” reinforced concrete with 6” x 6” welded wire (2.9 x 2.9). Roof: Plant/Warehouse: .045
mil ballasted EPDM roofing membrane over 2” isocyanurate insulation on top of steel deck.
CEILING HEIGHT: Plant/Warehouse: 28’0” average to underside of bar joist.
LOADING IN AVAILABLE SPACE: Tailgate: Eleven (11) 8’ x 10’ manually-operated insulated
steel sectional doors. All doors having steel door jambs, vision panels, and dock seals; seven
(7) docks having Rite-Hite mechanical levelers and dock lights; and four (4) docks having
scissor gates. Two (2) concrete dolly pads—dock side is 13’ wide, trailer parking side is 12’
wide. 170’ deep cyclone-fenced truck court.
COLUMN SPACING: 32’ x 40’.
SPRINKLER: 100% wet system supplied by an 8” main providing 0.2 density over the most
remote 2,500 sq. ft. Can be easily converted to an ESFR system by replacing the sprinkler
heads inasmuch as the piping was sized for same.
HVAC IN AVAILABLE SPACE: Plant/Warehouse: Serviced by one (1) King National Air natural
gas-fired air rotation system supplying 2 million BTUs per hour. Rooftop electric-powered
ventilation fans throughout.
INTERIOR LIGHTING: Office: T-8 and T-5 fluorescent fixtures with motion sensors.
Plant/Warehouse: 2’ x 4’ fluorescent fixtures.
EXTERIOR LIGHTING: Entire site illuminated by wall-mounted and pole-mounted fixtures.
ELECTRIC: One (1) 13,200 volt, 1500 KVA transformer (property owned) providing 2000 amp,
480/277 volt, 3 phase, 4 wire service; supplied by PECO Energy.
OFFICES IN AVAILABLE SPACE: Approx. 730 sq. ft. shipper’s office. Finishes include 2’ x 4’
acoustical ceiling tiles, 2’ x 4’ fluorescent lighting, painted drywall, and vinyl composition tile
flooring.
TOILET FACILITIES IN AVAILABLE SPACE: Office: One (1) unisex facility having one (1)
water closet and one (1) lavatory. Plant/Warehouse: One (1) male facility with one (1) water
closet, one (1) urinal, and one (1) lavatory. One (1) female facility with one (1) water closet and
one (1) lavatory. Finishes include 2’ x 4’ acoustical ceiling tiles, 2’ x 4’ fluorescent lighting, painted
drywall and vinyl sheet goods flooring.

SECURITY MONITORING: Entire building is wired for protection. Twelve (12) security cameras
mounted along perimeter of building; monitored internally. Camera system can be accessed
remotely via the Internet.

GAS: 6” high pressure service; supplied by PECO Energy.

WATER: 12” main service, 3” domestic service, and 8” fire service; supplied by Philadelphia
Water & Sewer Department.

SEWER: 8” sanitary service, 12”-15” stormwater service; supplied by Philadelphia Water &
Sewer Department.

ASSESSMENT: $8,380,000 (2019)

REAL ESTATE TAXES: $116,130.21 or $0.51/sf (2019)

ZONING: I-1, Light Industrial (Previously known as L-2, Limited Industrial).

FOR LEASE

12401 McNulty Road, Byberry East – Philadelphia Industrial Park, Philadelphia, PA 19154

76,800 Sq. Ft. Portion of Warehouse




